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ESPHSC

Zhejiang ERA Solar Technology Co., Ltd.

Reliabale Warranty:
12 years' product warranty. 
Power warranty of 90% up to 12 years and 80% up to 25 years.

Power
Warranty

Wp Higher module output up to 450W with module efficiency up to 20.7%.
Higher Module Conversion Efficiency:

Ensure the operating security; better for hot region.
Lower operating temperature:

With optimized electrical design and lower operating current.
Reduced hot spot risk:

Advanced glass and surface texturing allow for excellent performance in
low-light environments.  

Low-light Performance:

LOW LIGHT

MBB Half-cut Solar Cell:
144 cells( 6X24); 9 busbar solar cell.  

KEY FEATURES 

Monocrystalline Solar Module

Lower
operating
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MONOCRYSTALLINE, 144-CELL SERIES
ELECTRICAL PERFORMANCE 

MECHANICAL CHARACTERISTICS

PACKING

Module type:

Maximum Power(Wp)

Open circuit Voltage(Voc)

Maximum Power Voltage(Vm)

3edoiD fo rebmuN

Short circuit Current(Isc)

Maximum Power Current(Im)

Load Capacity for the cover of the module (glass) 5400Pa(IEC61215)(snow)

Load Capacity for the front & back of the module 2400Pa(IEC61215)(wind)

Module efficiency

Product Certificate
TUV(IEC 61215,IEC 61730),CE,

ROHS,PID Resisitant,INMETRO

10081OSI,10041OSI,1009OSIetacifitreC ynapmoC
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Module Dimensions (L / W / H)

Cables & Plug connectors 4mm2, 300mm in length,length can be customized
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Electrical protection class Class II
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Front cover (material / thickness) low-iron tempered glass / 3.2mm

Backsheet (color) TPT in white

Cell (quantity / material / dimensions) 144(6x24) / monocrystalline silicon

Frame (material / color)
aluminum hollow-chamber frame on each side
anodized aluminum alloy / silver

Junction box (protection degree)
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Container Size Units/Pallet
(PCS)

Weight/Pallet
(KG)

Pallet Measurment
(mm)

Units/Container
(PCS)

20GP

40HQ

50(26+24) 1114 2150x1120x2220

2150x1130x1345

250

26 634

30 730

2150x1120x1170
616

CURRENT-VOLTAGE  CURVES:

MODULE  DIAGRAM:
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ESPHSC 450M

450W

49.3V

11.60A

10.85A

20.7%

41.5V
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